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Single Wall Gasketed (Paraflow) Plate Heat Exchangers 

 

 

Advantages of Gasketed Plate vs. Tubular Heat 

Exchangers:  

 

High Heat Transfer 

 Film coefficients three to five-times greater 
 Efficient operation with up to 98% heat recovery or 

regeneration 
 Low liquid hold-up enables faster reaction times to change in 

process 
 Fluids flow counter-current to each other between the parallel 

passages in each pass  

Economical and Compact 

 Reduces floor space by up to 90%, weighs less and delivers higher performance 
 Lower hold-up volume minimizes the amount of product required for flooding, 

reduces usage of high cost service fluids and improves thermal reaction times 
 Reduced capital costs and installation expenses 
 High energy recovery reduces energy costs  

Cleanability 

 Efficient design of heat transfer area reduces fouling caused by debris and dirt 
 Simplified cleaning and plate accessibility 
 Designed for use of effective CIP, removing chemical films or scaling deposits 

Accessibility 

 Full access to both sides of the heat-transfer surface for inspection, 
maintenance, and cleaning 

 Access is readily accomplished within the installed space of the unit  

Flexibility 

 Modular design enables expansion of your heat exchanger as process 
requirements grow 

 Handles multiple duties and fluid streams in a single unit 
 Easily reconfigured to meet changing process needs 
 Wide variety of sizes and style ensuring optimal solutions for your applications 



  
 

Operational Parameters 
  Temperature: -40°F to 400°F (-40°C to 204°C) 

  Pressure: Vacuum to 450 psig/31 bar 

  Capacity: 0.5 to 21,000 GPM 

  Connections: 1½ " to 20" in NPT, Studded, Flanged, Tri-clamp, others 

Technical Data 

Plates: Standard 304 stainless steel 

  316 stainless steel 

  Titanium Grade 1 

  Special AL6XN 

    SMO 254 

    Nickel Alloys 

    Titanium, Titanium Palladium 

Gaskets: Standard Nitrile, EPDM, EPDM-HT, Neoprene 

  Special  H-NBR, NBR-HT, Viton, PTFE lined, Gaskets approved for food 
applications 

  Attachments Press in, Easy Clip, or glue in 

Frame: Painted Carbon Tie bar frames, spindle and quad drive frames 

  Steel Stainless Steel 

Connections: Standard CS, 316L SS, Titanium 

  Special  AL6XN, 254SMO, Hastelloy, Nickel Alloys, Titanium-Palladium, 
EPDM, Nitrile 

Codes: ASME, PED, CSA, ABS, API 662, and many more 


